
 

   INDUSTRIAL PEDESTAL FAN 
PLEASE  READ  INSTRUCTIONS  CAREFULLY  BEFORE  OPERATION 

Superspeed powerful fan rolls on top quality rolling bearings and a three-speed control. The blowing angle is 
adjustable (angle of elevation can be vertical). Characterized by such advantages as: powerful wind-flow, smooth angel 
adjustments, low noise, low heat, electricity-saving, low center of gravity, easy to move, and a sturdy protective guard of 
helical dense web, which presents itself as both safe and beautiful. The fan is meant for household use only. 

 

1. CHIEF TECHNICAL DATA:                   ELECTRIC SCHEMATIC DIAGRAM   
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300 120 60 55 1800 Single 1600 

400 120 60 110 3200 Single 1600 

450 120 60 120 4700 Single 1600 

500 120 60 200 5400 Single 1600 
 

2. SERVICE PARTS: 
 
 

 

 

 

 
3. OPERATING INSTRUCTIONS 

1) Before using, check if the voltage and frequency on the data plate are in agreement with local voltage. 
2) Unscrew the holding screw off the control box (as shown in the picture), and then fix the box onto the tube 

base at position shown in the picture. 
3) Speed control: The switch was three speeds, Numbering0, 1,2,and3, to indicate off, slow, moderate and fast, 

respectively. 
4) Up and down angles: By pushing the guard and you can adjust the fan to any angle you like (angle of 

elevation can be vertical). 
 

4. WARNING------TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK, DO NOT 
USE THIS FAN WITH ANY SOLID STATE SPEED CONTROL DEVICE. 
1) Do not touch the blades with hand or hard object before the fan comes to a standstill, in case accidents 

happen. 
2) Do not pull the power cord too hard, lest it fall off. 
3) Do not change the power cord yourself. If there is a real need, have it done at a maintenance station specially 

designated by our factory or send the fan back to our factory. So as to ensure safety. 
4) Before clearing disconnect from power, take off the front guard and blade. Use soft cloth wet with soap water 

or alcohol to erase oil stains first, and then clean it with dry cloth. (Do not use petrol or any other corrosive 
liquids harmful to plastics and paint). Please do not bump the blades of alter their angles. 

5)   If the supply cord is damaged, it must be replaced by the manufacturer, its service agent or similarly qualified 
persons in order to avoid a hazard. 

6)   The product is not for people who are physically weak, slow to react or mentally impaired (including children) 
to use, unless there are guardian to instruct and help.Children must be supervised to use the product, 
ensuring that they do not play with the appliance. 

7)    If the supply cord is damaged, it must be replaced by the manufacturer, its service agent or similarly qualified persons 
in order to avoid a hazard. 

8)   The product is not for people who are physically weak, slow to react or mentally impaired (including children) to 
use, unless there are guardian to instruct and help.Children must be supervised to use the product, ensuring 
that they do not play with the appliance. 

1.SCREW   2.FRONT GUARD   3.BLADE   
4.SET SCREW  5.SCREW  6.MOTOR  7.REAR 
GUARD  8.NUT  9.SQUARE BOLT  10.PLASTIC 
BEARER  11.LOCK NUT  12.TUBE BASE  
13.POWER CORD  14.CONTROL BOX 
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